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Environmental Protection Agency § 60.2265 

ten 6-minute average opacity values), except 
as described in paragraph (b) of this section. 

(b) Maintain opacity to less than or equal 
to 35 percent opacity (as determined by the 
average of three 1-hour blocks consisting of 
ten 6-minute average opacity values) during 
the startup period that is within the first 30 
minutes of operation. 

§ 60.2255 How must I monitor opacity 
for air curtain incinerators? 

(a) Use Method 9 of appendix A of 
this part to determine compliance with 
the opacity limitation. 

(b) Conduct an initial test for opacity 
as specified in § 60.8. 

(c) After the initial test for opacity, 
conduct annual tests no more than 12 
calendar months following the date of 
your previous test. 

§ 60.2260 What are the recordkeeping 
and reporting requirements for air 
curtain incinerators? 

(a) Prior to commencing construc-
tion on your air curtain incinerator, 
submit the three items described in 
paragraphs (a)(1) through (3) of this 
section. 

(1) Notification of your intent to con-
struct the air curtain incinerators. 

(2) Your planned initial startup date. 
(3) Types of materials you plan to 

burn in your air curtain incinerator. 
(b) Keep records of results of all ini-

tial and annual opacity tests onsite in 
either paper copy or electronic format, 
unless the Administrator approves an-
other format, for at least 5 years. 

(c) Make all records available for 
submittal to the Administrator or for 
an inspector’s onsite review. 

(d) You must submit the results 
(each 6-minute average) of the initial 
opacity tests no later than 60 days fol-
lowing the initial test. Submit annual 
opacity test results within 12 months 
following the previous report. 

(e) Submit initial and annual opacity 
test reports as electronic or paper copy 
on or before the applicable submittal 
date. 

(f) Keep a copy of the initial and an-
nual reports onsite for a period of 5 
years. 

EFFECTIVE DATE NOTE: At 76 FR 15461, Mar. 
21, 2011, § 60.2260 was amended by revising 
paragraph (d), effective May 20, 2011. At 76 
FR 28661, May 18, 2011 the amendment was 
delayed indefinitely. For the convenience of 

the user, the revised text is set forth as fol-
lows: 

§ 60.2260 What are the recordkeeping and 
reporting requirements for air curtain in-
cinerators? 

* * * * * 

(d) You must submit the results (as deter-
mined by the average of three 1-hour blocks 
consisting of ten 6-minute average opacity 
values) of the initial opacity tests no later 
than 60 days following the initial test. Sub-
mit annual opacity test results within 12 
months following the previous report. 

* * * * * 

DEFINITIONS 

§ 60.2265 What definitions must I 
know? 

Terms used but not defined in this 
subpart are defined in the Clean Air 
Act and subpart A (General Provisions) 
of this part. 

Administrator means the Adminis-
trator of the U.S. Environmental Pro-
tection Agency or his/her authorized 
representative or Administrator of a 
State Air Pollution Control Agency. 

Agricultural waste means vegetative 
agricultural materials such as nut and 
grain hulls and chaff (e.g., almond, wal-
nut, peanut, rice, and wheat), bagasse, 
orchard prunings, corn stalks, coffee 
bean hulls and grounds, and other vege-
tative waste materials generated as a 
result of agricultural operations. 

Air curtain incinerator means an in-
cinerator that operates by forcefully 
projecting a curtain of air across an 
open chamber or pit in which combus-
tion occurs. Incinerators of this type 
can be constructed above or below 
ground and with or without refractory 
walls and floor. (Air curtain inciner-
ators are not to be confused with con-
ventional combustion devices with en-
closed fireboxes and controlled air 
technology such as mass burn, mod-
ular, and fluidized bed combustors.) 

Auxiliary fuel means natural gas, 
liquified petroleum gas, fuel oil, or die-
sel fuel. 

Bag leak detection system means an in-
strument that is capable of monitoring 
particulate matter loadings in the ex-
haust of a fabric filter (i.e., baghouse) 
in order to detect bag failures. A bag 
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